| MAY 5 2000
AN |

US.Department 400 Seventh Street, SW,
of ransportation Washinglon, D.C. 20580
Research and

Special Programs
Administration

DOT-E 11459
(THIRD REVISTION)

EXPIRATION DATE: April 30, 2002

(FOR RENEWAL, SEE 49 CFR § 107.109)

1. GRANTEE: Quality Containment Company
Owensboro, KY

2. PURPOSE AND LIMITATIONS:

2. This exemption authorizes the manufacture, marking and
sale of a non-DOT specification full opening head, steel
salvage cylinder to be used as an overpack for the
transportation in commerce of damaged or leaking sulfur
dioxide cylinders. This exemption provides no relief from
any Hazardous Materials Regulation other than as
specifically stated herein.

b. The safety analyses performed in development of this
exemption only considered the hazards and risks associated
with transportation in commerce.

3. REGULATCRY SYSTEM AFFECTED: 49 CFR Parts 106, 107 and 171-
180.

4. REGCULATIONS FROM WHICH EXEMPTED: 49 CEFR §§ 173.341(d),
173.34(e), and 173.304(a) (2) in that a non-DOT specification
cylinder is not authorized for sulfur dioxide.

5. BASIS: This exemption is based on the application of
Quality Containment .Company, dated April 25, 2000, submitted
in accordance with 49 CFR 107.109,
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6. HAZARDOUS MATERTALS (49 CFR § 172.101):

Hazardous materials descriptibn Hazard Identi- Packing
-—- proper shipping name Class/ fication Group
Division Number
Sulfur dioxide, liguefied | 2.3 | UN1079 | N/A
7. PACKAGING (S} and SAFETY CONTROL MEASURES:

a. PACKAGING - Packaging prescribed is a non-DCT
specification full opening head, steel salvage cylinder of
welded construction, with provisions for securely
positioning the damaged cylinder contained within. The
salvage cylinder must conform with the Chlorine Institute's
drawing 188 dated March 19, 1987 on file with the Office of
Hazardous Materials Exemptions and Approvals (OHMEA) except
that an O-ring censtructed of EPDM is used. The salvage
cylinder must be designed, constructed and stamped in
accordance with Section VIII of the ASME Code for a working
pressure of 250 psig at 300°F and as follows:

Volume.......... e et e teae e 31 gallon water
capacity (nominal}.

Material.. e eeeenanacnsaneans Ceeaa ASTM A 283, A 53 Gr. B,
or equivalent carbon
steel.

Outside diameter. ...t ie it ienennn 12 inches, nominal.

Length. oot iin ittt et enonnnas veser.6d inches, nominal.

Sidewall thickness......ccoeuieninnns 0.250 inch, nominal
{.230 inch, min.)

Design Service pressure {(MAWP)....... 250 psig at 70°F

Test PresSsUre...v.vee e rreennenonens 375 psig

Openings - Sidewall..,.......c...... ..3/4 inch threaded

outlet inside a
valve protective
cap.
Openings - head. ...t ieineteenennns Full operning head,
hinged to cylinder
sidewall.

Pressure relief devices.............. None.
Welded attachments...........co...... 2-lifting rails
Z-supports

b. TESTING AND INSPFCTION - Each salvage cylinder must be

visually inspected (internally and externally) and
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hydrostatically retested once every 2 years at a test
pressure of at least 375 psig. [The visual inspections must
be in accordance with the Compressed Gas Association's
Pamphlet C-6.] The retest and inspection must be made by an
employee that is familiar with the salvage cylinder and is
trained and experienced in the use of the inspection and
testing equipment. Records of retest must be made available
to a DOT representative upon request.

c. OPERATIONAI CONTROLS -

i. Each salvage cylinder must be cleaned and purged afier
each use.

ii. Drivers and other persons who load/unload or transport
the salvage cylinder must be trained in the handling,
loading and unlcading of the salvage cylinder. The loaded
salvage cylinder must be delivered to the consignor or the
consignee as soon as practicable.

8. SPECIAT, PROVISIONS:

a. In accordance with the provisions of Paragraph (b) of

§ 173.22a, perscns may use the packaging authorized by this
exemption for the transportation of the hazardous materials
speclified in paragraph 6, only in conformance with the terms
of this exemption.

b. A perscn who is not a holder of this exemption, but
receives a package covered by this exemption, may recffer it
for transportation provided no modifications or changes are
made to the package and it is offered for transportation in
conformance with this exemption and the HMR.

¢. A current copy of this exemption must be maintained at
each facility where the package is offered or reoffered for
transportation.

d. Each packaging manufactured under the authority of this
exemption must be marked with a registration svmbol
designated by the 0ffice of Hazardous Materials Exemptions
and Approvals for a specific manufacturing facility.

e. A current copy of this exemption must be maintained at
each facility where the package is manufactured under this
exemption. It must be made available to a DOT
representative upon request.
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f. MARKING - Each salvage cylinder must be plainly marked
on the cylinder sidewall, 180 degrees apart, in letters and
numbers at least 2 inches high on a contrasting background,
"DOT-E 11459" and "SALVAGE CYLINDER".

g- Fach salvage cylinder must be labeled as prescribed for
a sulfur dioxide cylinder.

h. Salvage cylinders are authorized for overpacking
leaking 100 and 150 peound capacity DOT 32480X or 3AA480X
sulfur dioxide cylinders.

MODES OF TRANSPORTATION AUTHORIZED: Cargo vessel and motor
vehicle.

MODAT, REQUIREMENTS :

a. A current copy of this exemption must be carried aboard
each cargo vessel and motor vehicle used to transport
packages covered by this exemption.

b. Each salvage cylinder must be secured to the motor
vehicle by a securement system that conforms with the
requirements contained in 49 CFR 393.100 through 393.106,

COMPLTANCE: Fallure by a person to comply with any of the
following may result in suspension or revocation of this
exemption and penalties prescribed by the Federal hazardous
materials transportation law, 49 U.S5.C., 5101 et seq:

o BAll terms and conditions prescribed in this exemption
and the Hazardous Materials Regulations, Parts 171-180.

o Registration required by 492 CFR § 107.601 et seq., when
applicable.

Each "Hazmat emplovee", as defined in 49 CFR 171.8 who
performs a function subject to this exemption must receive
training on the requirements and conditions of this
exemption in addition to the training reguired by 49 CFR
§8 172.700 through 172.704,

No person may use or apply this exemption, including display
of its number, when the exemption has expired or is
otherwise no longer in effect.

REPORTING REQUIREMENTS: The carrier is required to réport
any incident involvinhg loss of packaging contents or
packaging fallure to the Associate Administrator for

S
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Hazardous Materials Safety (AAHMS) as scon as practicable.
(Sections 171.15 and 171.16 apply to any activity undertaken
under the authority of this exemption.) In addition, the
holder({s) of this exemption must also inform the AAHMS, in
writing, as soon as practicable of any incidents involving
the package and shipments made under this exemption.

Issued at Washingtgn, D.C.

Fir MAY 5 2000

F&ZRobert A. McGuire (DATE)
Acting® Associate Administrator
for Hazardous Materials Safety

Address all inquiries to: Associate Administrator for Hazardous
Materials Safety, Research and Special Programs Administration,
Department of Transportation, Washington, D.C. 20590.
Attention: DHM-31.

The original of this exemption is on file at the above office.
Photo reproductions and legible reductions of this exemption are
permitted. Any alteraticn of this exemption is prohibited.

PO: AM




